MATERIAL:
BODY & PIN CONTACTS: BERYLLIUM COPPER PER ASTM B196, ALLOY No. UNS C17300, TD04
CONTACT: BRASS PER ASTM B16, ALLOY UNS No. C36000
INSULATOR: PTFE PER ASTM D1710, TYPE I, GRADE 1, CLASS B

FINISH:
BODY, CONTACT & PIN CONTACTS: GOLD PER ASTM B488, TYPE II, CODE C, CLASS .76, OVER NICKEL PER AMS-QQ-N-290, CLASS 1, .00005" MIN.

PRODUCT DATA DRAWING

3x Ø.113 [2.86]

.098 [2.49]

3mm BULLET

SV MICROWAVE, INC.
2400 Centrepark West Drive, Suite 100
West Palm Beach, FL 33409

TITLE
3mm BULLET

MATERIAL: SEE NOTES
FINISH: SEE NOTES
SURFACE AREA: N/A

DIMENSIONS ARE IN INCHES TOLERANCES:
FRACTIONAL: ±.004
DECIMAL: .XX

INTERPRET DIMENSIONS AND TOLERANCES
PER ASME Y14.5M - 1994

THE INFORMATION CONTAINED IN THIS DRAWING IS THE SOLE PROPERTY OF SV MICROWAVE, INC. REPRODUCTION IN PART OR AS A WHOLE WITHOUT THE WRITTEN PERMISSION OF SV MICROWAVE, INC. IS PROHIBITED.